In this paper, equilibrium and stability equations of functionally graded material (FGM) plate under thermal environment are formulated based on isogeometric analysis (IGA) in combination with higher-order shear deformation theory (HSDT). The FGM plate is made by a mixture of two distinct components, for which material properties not only vary continuously through thickness according to a power-law distribution but also are assumed to be a function of temperature. Temperature field is assumed to be constant in any plane and uniform, linear and nonlinear through plate thickness, respectively. The governing equation is in nonlinear form based on von Karman assumption and thermal effect. A NURBS-based isogeometric finite element formulation is utilized to naturally fulfil the rigorous C 1 -continuity required by the present plate model. Influences of gradient indices, boundary conditions, temperature distributions, material properties, length-to-thickness ratios on the behaviour of FGM plate are discussed in details. Numerical results demonstrate excellent performance of the present approach. 1 Introduction Laminated composite plates made by stacking several lamina layers together possess many favourable mechanical properties, e.g. wear resistance, high ratio of stiffness, strength-to-weight ratios, etc. Therefore, they are extensively used in aerospace, aircraft structures, high-speed vehicle frames, etc. However, an important feature in their designs is thermal effect. For an example, the space vehicles flying at hypersonic speeds experience extremely rapid temperature rise in very short time from aerodynamic heating due to friction between the vehicle surface and the atmosphere, i.e. in U.S. space shuttles, the temperature on their outside surface increases to an attitude of 1500C for a few minutes [1]. This can lead to harmful effects due to stress concentration, cracking and debonding, which can occur at the interface between two distinct layers [2, 3]. To overcome this shortcoming, a group of scientists in Sendai-Japan proposed an advanced material, socalled functionally graded materials (FGMs) [4-6]. The most common FGMs are the mixtures of a ceramic and a metal, for which material properties vary smoothly and continuously in a predetermined direction. Consequently, they enable to reduce the thermal stresses due to smoothly transitioning the properties of the components. Furthermore, they inherit the best properties of the distinct components, e.g. low thermal conductivity, high thermal resistance by ceramic part, ductility, durability and superiority of fracture toughness of metal part. FGMs are now developed as the structural components in many engineering applications [1]. In order to clearly understand the scientific and engineering communities in the field of modelling, analysis and design of FGM plate structures, many studies have been reported by various researchers. For instant, Praveen and Reddy [7] studied the nonlinear transient responses of FGM plates under thermal and mechanical loadings using FEM with von
3 investigated thermal buckling behaviour of the FGM plates. Ferreira et al. [12, 13] performed static and dynamic analysis of FGM plate based on HSDT using the mesh-free method. Park and Kim [14] investigated thermal post buckling and vibration analyses of simply supported FGM plates by using FEM. Lee et al. [15, 16] developed the elementfree kp-Ritz method to study behaviour of FGM plate. Nguyen-Xuan et al. [17] [18] [19] developed smoothed finite element method based on triangular element to study thermoelastic bending, free vibration and elastic stability of FGM plates and so on.
In the aforementioned studies, it can be seen that for modelling the plate structures, the formulation may be reduced to a linear problem based on small displacement and strain assumptions. Linear solution can be obtained easily with low computational cost and sometime is a reasonable idealization. However, linear solution usually deviates from real response of structures [20] [21] [22] [23] . In some cases, assumption of nonlinearity is the only option for analyst, i.e. post buckling phenomenon [24, 25] . In that case the structures experience large deformation. So, geometrically nonlinear analysis is employed to fully investigate the plate behaviour in the large deformation regime. Furthermore, several plate theories are provided to predict accurately the structure responses. Among them, classical plate theory (CPT) requires C 1 -continuity elements and merely provides acceptable results for thin plate, whilst first order shear deformation theory (FSDT) is suitable for moderate and thick plate. However, it describes incorrect shear energy part. And the standard FSDT-based finite elements are too stiff and lead to shear locking [26, 27] . Therefore, HSDT models, which take into account higher-order variations of the in-plane displacements through thickness, are proposed. Consequently, they enable to really describe shear strain/stress distributions with the non-linear paths and traction-free boundary condition at the top and bottom surfaces of the plate. Moreover, the HSDT models provide better results and yield more accurate and stable solutions. However, the HSDT requires C 1 -continuity elements that cause the obstacles in the standard finite element formulations. Fortunately, Hughes and his co-worker proposed a novel numerical methodso-called isogeometric analysis (IGA) [28, 29] , which yields higher-order continuity naturally and easily. The core idea of this method is to integrate both geometric description and finite element approximation through the same basis function space of B-spline or NURBS. The major strengths of this method are that it is flexible to control the high continuity of basis shape functions, e.g., C p-1 -continuity for p th -order NURBS. Furthermore, by removal mesh generation feature, this method produces a seamless integration of computer aid design (CAD) and finite element analysis (FEA) tools. As a result, IGA simplifies the cost-intensive computational model generation procedure which is the major bottleneck in engineering analysis-design [30] . After ten years of development, IGA has been widely applied in engineering and among them with FGM plate structures. For example, Valizadeh et al. [31] and Yin et al. [32] employed this method to study the static and dynamic behaviours of FGM plates based on FSDT. Tran et al. [26, 27, 33] studied the static bending, buckling load and also natural frequency of intact FGM plates and cracked ones [34] based on HSDT and then extended their previous work for thermal buckling analysis with various types of temperature distribution [35] . Recently, the geometrically nonlinear problems in FGM plates based on von Karman assumptions are reported by Yin et al. [36] and Jari et al. [37] based on FSDT. Apparently, there are no researches on developing HSDT model, which can exploit well the high continuity of NURBS, in nonlinear bending analysis and especially in thermal post-buckling analysis of FGM plates. To fill this research gap, we investigate an efficient computational approach based on IGA and HSDT for behaviour of FGM plates in thermal environment.
The paper is outlined as follows. The next section introduces the theoretical formulation for functionally graded plate. The von Karman assumption is employed to depict behaviour of the plate structure in the large deformation regime. Assumption of temperature field due to uniform, linear and nonlinear distribution through the plate thickness is described in section 3. Section 4 presents a framework of isogeometric analysis for the plate structure. Section 5 gives the solution procedure for the plate problems which can be categorized into two groups: geometrically nonlinear and nonlinear-eigenvalue analysis for tracing the post-buckling paths. The present formulation is verified firstly by comparing with other available results in the literature and the influences of gradient indices, boundary conditions, temperature distributions, material properties and length-to-thickness ratio on the behaviour of FGM plate are then examined in section 6. Finally, this article is closed with some concluding remarks.
2
A background on functionally graded plates
Functionally graded material
Functionally graded material is a composite material, which is commonly fabricated by mixing two distinct material phases, i.e. ceramic and metal, for which properties change continuously along certain dimensions of the structure, as shown in Figure 1 . It is assumed that the volume fractions of the material phases are given by the power-law type function and satisfy the unity, i.e. 
As noted that the subscripts m, c and e refer to metal, ceramic and effective constituents, respectively. properties of the constituent materials. Therefore, it is essential to take into account the temperature-dependent material property to accurately predict the mechanical responses of FGM structures. According to Ref. [38] , the properties of the common structural ceramics and metals are expressed as a nonlinear function of temperature  
where P 0 , P -1 , P 1 , P 2 and P 3 are the coefficients of temperature, which can be found in Ref.
[39] as unique parameters for each constituent material.
Plate formulation
According to the generalized shear deformation plate theory [27] , the displacement of
can be written as
is the displacement components in x, y and z axes,   respectively. The distributed function is choose following to Reddy's theory [40] 
Enforcing the assumptions of small strains, moderate rotations and large displacements, the von Karman nonlinear theory is adopted in strain-displacement relations as follows 
As using the assumed displacement field in Eq. (4), the strain vector with separated inplane strain  and shear strain  are given as
where the in-plane, the bending and the shear strains are defined, respectively, 2 0, 0, 2 0, 0, 0, 0, 0, 
In Eq. (7) the nonlinear component of in-plane strain can be rewritten as
Considering thermal effect, the thermal strain is given by
in which () e z  is the effective thermal coefficient according to Eq. (2) and T  is the temperature change defined as
where T i is the initial temperature and T(z) is the current temperature.
In these plate theories, the transverse normal stress z  is assumed to be zero. Hence, the reduced constitutive relation for the FGM plate is given by
where the material matrices are given as 
The in-plane forces, moments and shear forces are calculated by (15) Substituting Eq. (12) into Eq. (15), stress resultants are rewritten in matrix form as (19) where z f is the transverse load.
Type of temperature distribution
Under thermal environment, the temperature is assumed to be uniform on the top and bottom surfaces and varies through the plate thickness. Some case studies are given as
Uniform temperature rise
It is assumed that the reference temperature initially equals to T i and then uniformly increases to a final value at which the plate is bucked. Therefore, the temperature change 
Linear temperature across the plate thickness
Considering a FGM plate, which initial temperature at the ceramic-rich and metal-rich surfaces are T c and T m , respectively. Temperature is assumed to be linear distribution through the plate thickness by
Substituting Eq. (21) into Eq. (11) and then solving Eq. (18), the critical buckling temperature difference between two plate surfaces
Non-linear temperature change across the thickness
The temperature field in the FGM plate follows the one-dimensional steady state heat conduction equation and the boundary conditions are given by dd
The solution of Eq. (23) is obtained in Fourier series [42, 43] as:
where 00 1 Being similar to the previous types, after solving Eq. (18) 
4 On isogeometric nonlinear analysis of plate structure
A brief of isogeometric analysis
Isogeometric approach (IGA) is proposed by Hughes and his co-workers [28] with the primary original purpose is to enable a tighter connection between computer aided design (CAD) and finite element analysis (FEA 
By a simple way, so-called tensor product of univariate B-splines, the multivariate Bspline basis functions are generated (28) where parametric 1, 2, 3 d  according to 1D, 2D and 3D spaces, respectively. Figure 4 gives an illustration of bivariate B-splines basic based on tensor product of two knot vectors   
However, for some conic shapes (e.g., circles, ellipses, spheres, etc.), NURBS offer a more generalized way in form of rational functions as (30) where 0 i   is the so-called individual weight corresponding to B-splines basis functions () p i N ξ . It is seen that NURBS basic will become B-spline, when the individual weight is constant.
Discrete system equation
Being different from traditional finite element method, which utilizes the Lagrange basis functions in approximating the unknown solutions and the geometry, NURBS-based IGA employs the NURBS basis ones from geometric description to construct the approximated solution
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denotes the vector of nodal degrees of freedom associated with the control point A P .
Substituting Eq.(31) into Eq. (7), the generalized strains can be rewritten in matrix form as: (35) in which L K and NL K are the linear and nonlinear stiffness matrices, respectively, whilst 0 K is the initial stress stiffness matrix due to the initial compressive load by temperature  ˆd (38) and F is the load vector depending on mechanical and thermal loads
Solution procedure
Depending on value of load vector, nonlinear analysis of FGM plates can be classified into two groups: geometrical nonlinear analysis and nonlinear eigenvalue analysis.
Geometrical nonlinear analysis
To solve the nonlinear equilibrium equation in Eq. (35), an iterative Newton-Raphson technique is employed. Let introduce a residual force as
The residual force represents the error in this approximation and tends to zero during iteration. If i q , the approximate trial solution at the i th iteration, makes unbalance residual force an improved solution 1 i q is then suggested as 1 ii    (41) The increment displacement can be defined by
where T K is called tangent stiffness matrix is defined as (43) in which the matrix NL K is strongly dependent on displacement
and the geometric stiffness matrix is given by
It is noted that being different from the initial stress stiffness matrix, 0 K , the geometric stiffness matrix is calculated due to the internal forces according to Eq. (16).
Nonlinear eigenvalue analysis
For a case of the homogeneous plates, under uniform temperature rise the thermal moments in Eq. (18) are equal to zero and only membrane forces are generated. Thus, the initially perfect plate is still flat with no transverse deflection. As a result, there is no effect of geometrical nonlinearity and Eq. (35) is simplified as
where    is the load factor. This is called linear buckling equation in order to determine the critical value of loading for a particular plate. As temperature increases to a critical point, the plate suddenly bucks and may lose its load carrying capacity but it is typically capable of working and carrying considerable additional load before the collapse or ultimate load is reached. In some cases this is even several times higher than the critical load [44] . This is called the post-buckling phenomenon. At this time, the plate structure undergoes a large deformation. Therefore, the effect of geometric nonlinearity based on von Karman nonlinear strain must be consider in governing equation as:
In case of FGM plate, because of un-symmetric material distribution through the thickness, bending moments, which forces the plate laterally deform, develop together with the membrane forces during temperature change. Consequently, the plate is deflected as soon as thermal load is applied. Thus, the bifurcation phenomenon does not occur.
However, for a special case, that is clamped edges, the supports are capable of handling the produced thermal moments [25, [45] [46] [47] . It maintains the plate in un-deformed pre-buckling state. Therefore, buckling bifurcation phenomenon does exist. FGM is also a function of temperature as shown in Eq. Firstly, using thermo-elastic properties at T m (the final temperature at the plate bottom), the smallest eigenvalue (load factor) and its corresponding eigenvector are obtained from the linear eigenvalue equation, Eq. (46). The buckling load, computed from multiplying the initial load with the load factor, is utilized to calculate the critical buckling temperature difference using Eqs. (20) , (22) and (26) according to the type of temperature distribution.
Next, the thermo-elastic properties at m cr T T T    is updated. Besides, the eigenvector is normalized and scaled up to desired amplitude to make sure that its magnitude is kept constant for each displacement incremental step. Then it is used as the displacement vector for evaluation of the nonlinear stiffness. Equation (47) is solved to obtain the load factor and the associated eigenvector. Subsequently, updated temperature T is implemented.
Convergence is verified by using a desired tolerance, i.e. = 0.01. If this is not satisfied, all the matrices are updated at the updated temperature by current load factor and displacement vector according to current buckling mode shape. Equation (47) is solved again to obtain the load factor and buckling mode shape. This iterative procedure keeps going until the convergence of the thermal buckling temperature is achieved.
Numerical examples
This section focuses on studying the nonlinear behaviour of FGM plate, which material properties are listed in Table 1 , under transverse and thermal load. It is assumed in the latter that the temperature is uniform on the top and bottom surfaces and varies through the thickness direction as a constant, linear or nonlinear function. In these problems, we assume that the plate is constrained on all edges by: -Simply supported condition, which is divided in two cases: movable and immovable in the in-plane directions.
Movable edge (SSSS1):
00 00 0 on 0,
Immovable edge (SSSS2): ww can be solved as follows an idea of rotation-free of thin shell [48, 49] . The idea is to impose zero deflection for the control points, which are adjacent to the boundary control points. For convenience, the following normalized transverse displacement, in-plane stresses and shear stresses are expressed as:
Eh 
Nonlinear bending analysis
In order to validate the present formulation, a moderate (L/h = 10) isotropic square plate ( = 0.3) subjected to a uniformly distributed load is first considered. Figure 5 shows the variation of the central deflection w versus load parameter P of this plate under two types of boundary conditions: SSSS1 and SSSS3. It can be seen that the present solutions are in good excellent with those of FEM reported by Reddy [41] . Figure 6 shows the variation of the load-central deflection curves via power index n. It should be noted that, index n = 0 corresponds to the ceramic plate, whilst n =  indicates the metal plate. As expected, the deflection response of FGM plates is moderate for both linear and nonlinear cases compare to that of ceramic (stiffer) and metal (softer) plates.
One more interesting point may be noted that the nonlinear deflections are smaller than linear ones and their discrepancy by increasing load. This is due to adding in the overall stiffer stiffness matrix by the nonlinear stiffness matrix NL K which strongly depends on the deflection. Figure 7 plots the stress distributions through the plate thickness of the 
Figure 7 Effect of the load parameter P on the stresses distributions.
By enforcing the temperature field to this plate as T m = 20C and T c = 300C at the bottom and top surfaces, respectively, the mechanical loaddeflection curves via gradient index are plotted in Figure 8 in both cases of linear and nonlinear analyses. It is seen that the behaviour of deflection under thermo-mechanical load is quite different from purely mechanical load as shown in Figure 6 . Because the higher temperature at the top surface causes the thermal expansion, the plates result in upward deflections. Among them, the metallic plate is found to be very sensitive to the temperature with the largest upward displacement. Then the deflection varies from positive side to negative side when the mechanical load increases. The similar tendency is observed for nonlinear analysis as compared with linear one except that the nonlinear deflections are larger than the linear ones under purely thermal load. This is due to the fact that development of the initial stress stiffness matrix K 0 , which is generated by thermal in-plane forces, reduces the overall plate stiffness. Another difference from linear solution is that the nonlinear results cannot be superimposed. For instant, as n = 0 the total deflection 0.3963 w  is higher than a sum of 0.4385 w  and 0.124 w  in case of purely transverse and thermal load. Let's continuously investigate behaviour of the simply supported square Al/Al 2 O 3 plate subjected to only thermal load. Figure 9 reveals the non-dimensional centre deflection via gradient temperature and power index. It can be seen that the plate is immediately bended toward the upper side as soon as temperature is enforced because of presence of extensionbending coupling effect due to un-symmetric material distribution through the thickness.
For a comparison purpose, linear solutions are also supplied by neglecting the nonlinear stiffness matrix. It is observed that as temperature rises, increase in the thermal in-plane forces leads the plate stiffness to tend toward zero. As a result, the transverse displacement increases rapidly and runs to infinitive. It may be physically incorrect because the plate experiences large deflection at this time. So, von Karman nonlinear strain should be considered in the plate formulation. With the nonlinear effect, plate becomes stiffer and enables to bear higher temperature rise.
24 helps the plate to undergo smaller deformation than immovable edge one (SSSS2).
Because weaker edge support and movability of in-plane displacements around all edges (except four corners), as shown in Figure 12 , reduce the thermal effect on the plate. As noted that for clear vision, the in-plane displacements are scale by 1000. Figure 13 . [24] with the value of 119.783. Figure 13 Temperature-deflection curve of an isotropic square plate. Figure 14 Temperature-deflection curve of a clamped isotropic skew plate.
Secondly, for the post-buckling path of a clamped skew plate (skew angle = 45, E = 1GPa,  = 0.3,  = 10 -6 /C) as depicted in Figure 14 , the present solution is compared to T/T cr that of Prabhu and Durvasula [51] . In this example, the temperature is normalized as Furthermore, Figure 15 shows -The thermal resistance of the FGM plates reduces due to increase in the material gradient index, n, because of the stiffness degradation by the higher metal inclusion, e.g., the thermal resistance is the highest if the plate is fully ceramic (n = 0) and the lowest if the homogeneous metal plate is retrieved (n = ).
-If we can keep the temperature varies non-uniformly through the thickness, FGM plates can resist higher buckling temperature.
-The clamped plates exhibit a bifurcation-type of instability, which is vertically symmetric.
29
-It is also observed that, after achieving the bifurcation point, the post-buckling temperature increases monotonically with the increase in the transverse displacement and suddenly drops to the secondary instability path. The transition from primary post-buckling path to the secondary one is caused by redistribution of post-buckling displacement mode shape. The maximum transverse displacement shifts from the plate centre towards one plate corner. This phenomenon can be seen in the reports for angle-ply composite plate by Singha et al. [54] and FGM plates by Prakash et al. [46, 47] . After the secondary instability, the post-buckling temperature slightly increases due to increase in deflection. This point is clearly illustrated in Figure 16 . Table 3 [39] . An example of the effect of temperature change on material properties of Si 3 N 4 /SUS304 FG plate, i.e. Young modulus is illustrated in Figure 17 . It is observed that increase in temperature reduces Young modulus magnitude of both isotropic (n = 0) and FGM (n = 1, 10) plates. -In the FGM plate, temperature rise causes presence of the extension-bending effect due to its non-symmetric material properties. Therefore, no bifurcation type of instability occurs. However, in the special case, that is clamped boundary condition, the boundary constraint is capable to neutralize the extra moment. Thus, the buckling bifurcation does exist.
-The thermal resistance of the FGM plates reduces according to increase in the material gradient index n because of the stiffness degradation by the higher metal inclusion.
-FGM plate reduces the thermal resistance as temperature-dependent material properties are taken into account. This reduction is more clearly observed in thick plate.
